
    

 

  

   

 

Kramp Chain Spray                  CD02500KR 
 
 
Chain spray is a specially developed professional chain lubricant for all weather conditions 
based on mineral oil. 
 

Properties:  

- Reduces friction on moving parts 

- Rust and corrosion resistant 

- Reduces friction and wear 

- Water repellent 

- Does not drip 

- Low viscosity, easy to apply. 

Application: 

- Suitable for lubricating chains, derailleur wheels, cassettes and sprockets.  

- Suitable for all weather conditions.  

- It provides long-lasting protection against friction and prevents wear. 

 

Instructions: 

Pre-clean and degrease the parts. Apply sufficient chain spray. Wipe off excess product 

afterwards with a cloth. 

 

Specifications: 

Base Mixture based on mineral oil 

Consistency Liquid 

Viscosity (25°C) 1 mPa.s 

Volume organic component (VOC) 53,3% 

Solubility in water Insoluble 

Density 0.80g/ml 

Flash point <20°C 

Propellant Propane/Butane 

 

Health- and Safety Recommendations: 

Use only in well-ventilated areas. 

In case of contact with eyes, wash immediately with plenty of water and soap. 

 



    

 

  

   

Packaging & logistics 

Colour: slight yellow/brown 

Packaging: 500 ml aerosol 

 

Shelf life:  

3 years in unopened packaging in a cool and dry storage place at temperatures between 

+5°C and +25°C. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Technical datasheet 

Kramp Chain Spray 

Revision: 22-10-2023 

 

 

This technical data sheet replaces al previous versions. The directives contained in this documentation are the result of our experiments 

and of our experience and have been submitted in good faith. It is general in nature and does not constitute any liability. Because of the 

diversity of the materials and substrates and the great number of possible applications which are out of our control, we cannot accept any 

responsibility for the results obtained. Since the design, the quality of the substrate and processing conditions are beyond our control, no 

liability under this publication is accepted. It is the responsibility of the user to determine by his own tests whether the product is suitable 

for the application. In every case it is recommended to carry out preliminary experiments. The manufacturer reserves the right to modify 

products without prior notice. 


