
Anti-drift nozzles AD

Integrated pre-cham-
ber for optimal drop-
size characteristics
The special design of the
pre-chamber inflow 
section, reduces the un-
desirable fine-droplets 
fraction. Within the pre-
chamber itself, the pressure
is dissipated before the 
liquid emerges. This effec-
tively minimizes the tip’s
susceptibility to wear.

Spray angle: 120°/90°  
Material: POM, ceramic

Features 
� One-piece nozzle, with removable insert and integrated 
pre-chamber

� Nozzle size 015 to 04
� Pressure range AD 120: 1.5 to 6.0 bar (arable crops)

AD 90: 2.0 to 20.0 bar (space crops)
� Fits all bayonet cap systems with 8 mm AF
� Medium-to-coarse, low-drift application, even for low l/ha
rates

Range of application
� Application of plant protectants and growth regulators 

Sample order
Type + spray angle + int’l nozzle size + material = order number 
AD 120° 02 (POM) = AD 120-02
AD 120° 02 C (ceramic) = AD 120-02 C

Cleaning brush for AD nozzles
Order no. 06A.D30.56.00
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BCPC/ASAE
Droplet size classification

VF Very fine
F Fine
M Medium
C Coarse
VC Very coarse
EC Extreme Coarse

Classifications are subject to change

BCPC/
ASAE

G 1666
G 1667
G 1668


