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Dg80015† 
Dg110015 

(100)

2.0 M M 0.48 144 115 96.0 82.3 72.0 57.6 48.0 36.0 32.0 28.8 23.0 19.2 16.5
2.5 M F 0.54 162 130 108 92.6 81.0 64.8 54.0 40.5 36.0 32.4 25.9 21.6 18.5
3.0 M F 0.59 177 142 118 101 88.5 70.8 59.0 44.3 39.3 35.4 28.3 23.6 20.2
4.0 M F 0.68 204 163 136 117 102 81.6 68.0 51.0 45.3 40.8 32.6 27.2 23.3
5.0 F F 0.76 228 182 152 130 114 91.2 76.0 57.0 50.7 45.6 36.5 30.4 26.1

Dg8002† 
Dg11002 

(50)

2.0 C M 0.65 195 156 130 111 97.5 78.0 65.0 48.8 43.3 39.0 31.2 26.0 22.3
2.5 M M 0.72 216 173 144 123 108 86.4 72.0 54.0 48.0 43.2 34.6 28.8 24.7
3.0 M M 0.79 237 190 158 135 119 94.8 79.0 59.3 52.7 47.4 37.9 31.6 27.1
4.0 M M 0.91 273 218 182 156 137 109 91.0 68.3 60.7 54.6 43.7 36.4 31.2
5.0 M M 1.02 306 245 204 175 153 122 102 76.5 68.0 61.2 49.0 40.8 35.0

Dg8003† 
Dg11003 

(50)

2.0 C C 0.96 288 230 192 165 144 115 96.0 72.0 64.0 57.6 46.1 38.4 32.9
2.5 M M 1.08 324 259 216 185 162 130 108 81.0 72.0 64.8 51.8 43.2 37.0
3.0 M M 1.18 354 283 236 202 177 142 118 88.5 78.7 70.8 56.6 47.2 40.5
4.0 M M 1.36 408 326 272 233 204 163 136 102 90.7 81.6 65.3 54.4 46.6
5.0 M M 1.52 456 365 304 261 228 182 152 114 101 91.2 73.0 60.8 52.1

Dg8004† 
Dg11004 

(50)

2.0 C C 1.29 387 310 258 221 194 155 129 96.8 86.0 77.4 61.9 51.6 44.2
2.5 C C 1.44 432 346 288 247 216 173 144 108 96.0 86.4 69.1 57.6 49.4
3.0 M M 1.58 474 379 316 271 237 190 158 119 105 94.8 75.8 63.2 54.2
4.0 M M 1.82 546 437 364 312 273 218 182 137 121 109 87.4 72.8 62.4
5.0 M M 2.04 612 490 408 350 306 245 204 153 136 122 97.9 81.6 69.9

Dg8005† 
Dg11005 

(50)

2.0 C C 1.61 483 386 322 276 242 193 161 121 107 96.6 77.3 64.4 55.2
2.5 C C 1.80 540 432 360 309 270 216 180 135 120 108 86.4 72.0 61.7
3.0 C C 1.97 591 473 394 338 296 236 197 148 131 118 94.6 78.8 67.5
4.0 M M 2.27 681 545 454 389 341 272 227 170 151 136 109 90.8 77.8
5.0 M M 2.54 762 610 508 435 381 305 254 191 169 152 122 102 87.1

Drop
Size

capacity 
one

nozzle
in l/min

Note: Due to the pre-orifice design, this tip is not 
compatible with the 4193A check valve tip strainer.

See pages 173–187 for drop size classification,  
useful formulas and information.

How to order:
Specify tip number. 

Examples:
 DG8002VS –   Stainless Steel with 

VisiFlo® color-coding
 DG11002-VP –  Polymer with VisiFlo  

color-coding

Drift guard 
(Cross Section View)

Tip Insert Holder 
(Celcon)

Tip Insert 
( Stainless Steel)

Removable  
Pre-Orifice 
(Celcon®)

Features:
n Pre-orifice design produces larger droplets 

and reduces the small drift-prone droplets, 
minimizing off-target spray contamination.

n Tapered edge flat spray pattern provides 
uniform coverage when adjacent nozzle  
patterns are overlapped in broadcast 
spraying.

n The color-coded pre-orifice is removable  
for any necessary cleaning operations.

n Available in both 80° and 110° spray angles  
with a durable stainless steel orifice.

n Automatic spray alignment with 25612-*-NYR 
Quick TeeJet® cap and gasket. Reference 
page 63 for more information.

Note: Always double check your application rates.  
Tabulations are based on spraying water at 70°F (21°C).  
†Available in VisiFlo stainless steel only.

Drift Guard Flat Spray Tips

BROADCAST NOZZLES

ENGLISH

Spacing

Spray 
Height

optimum Spray Height

Very  
Fine

Fine Medium Coarse Very 
Coarse

Extremely 
Coarse




