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sJ3-015-VP 
(100)

1.5 0.44 132 88.0 66.0 52.8 44.0 33.0 26.4 21.1 17.6 15.1
2.0 0.50 150 100 75.0 60.0 50.0 37.5 30.0 24.0 20.0 17.1 
2.5 0.54 162 108 81.0 64.8 54.0 40.5 32.4 25.9 21.6 18.5
3.0 0.58 174 116 87.0 69.6 58.0 43.5 34.8 27.8 23.2 19.9
4.0 0.65 195 130 97.5 78.0 65.0 48.8 39.0 31.2 26.0 22.3

sJ3-02-VP 
(50)

1.5 0.57 171 114 85.5 68.4 57.0 42.8 34.2 27.4 22.8 19.5
2.0 0.64 192 128 96.0 76.8 64.0 48.0 38.4 30.7 25.6 21.9
2.5 0.70 210 140 105 84.0 70.0 52.5 42.0 33.6 28.0 24.0
3.0 0.78 234 156 117 93.6 78.0 58.5 46.8 37.4 31.2 26.7
4.0 0.85 255 170 128 102 85.0 63.8 51.0 40.8 34.0 29.1

sJ3-03-VP 
(50)

1.5 0.91 273 182 137 109 91.0 68.3 54.6 43.7 36.4 31.2
2.0 1.01 303 202 152 121 101 75.8 60.6 48.5 40.4 34.6
2.5 1.10 330 220 165 132 110 82.5 66.0 52.8 44.0 37.7
3.0 1.18 354 236 177 142 118 88.5 70.8 56.6 47.2 40.5
4.0 1.31 393 262 197 157 131 98.3 78.6 62.9 52.4 44.9

sJ3-04-VP 
(50)

1.5 1.17 351 234 176 140 117 87.8 70.2 56.2 46.8 40.1
2.0 1.32 396 264 198 158 132 99.0 79.2 63.4 52.8 45.3
2.5 1.45 435 290 218 174 145 109 87.0 69.6 58.0 49.7
3.0 1.56 468 312 234 187 156 117 93.6 74.9 62.4 53.5
4.0 1.75 525 350 263 210 175 131 105 84.0 70.0 60.0

sJ3-05-VP 
(50)

1.5 1.42 426 284 213 170 142 107 85.2 68.2 56.8 48.7
2.0 1.63 489 326 245 196 163 122 97.8 78.2 65.2 55.9
2.5 1.82 546 364 273 218 182 137 109 87.4 72.8 62.4
3.0 1.96 588 392 294 235 196 147 118 94.1 78.4 67.2
4.0 2.18 654 436 327 262 218 164 131 105 87.2 74.7

sJ3-06-VP 
(50)

1.5 1.69 507 338 254 203 169 127 101 81.1 67.6 57.9
2.0 1.97 591 394 296 236 197 148 118 94.6 78.8 67.5
2.5 2.21 663 442 332 265 221 166 133 106 88.4 75.8
3.0 2.40 720 480 360 288 240 180 144 115 96.0 82.3
4.0 2.63 789 526 395 316 263 197 158 126 105 90.2

sJ3-08-VP

1.5 2.32 696 464 348 278 232 174 139 111 92.8 79.5
2.0 2.74 822 548 411 329 274 206 164 132 110 93.9
2.5 2.94 882 588 441 353 294 221 176 141 118 101
3.0 3.13 939 626 470 376 313 235 188 150 125 107
4.0 3.50 1050 700 525 420 350 263 210 168 140 120

sJ3-10-VP

1.5 2.73 819 546 410 328 273 205 164 131 109 93.6
2.0 3.30 990 660 495 396 330 248 198 158 132 113
2.5 3.55 1065 710 533 426 355 266 213 170 142 122
3.0 3.91 1173 782 587 469 391 293 235 188 156 134
4.0 4.44 1332 888 666 533 444 333 266 213 178 152

sJ3-15-VP

1.5 3.91 1173 782 587 469 391 293 235 188 156 134
2.0 4.64 1392 928 696 557 464 348 278 223 186 159
2.5 5.29 1587 1058 794 635 529 397 317 254 212 181
3.0 5.86 1758 1172 879 703 586 440 352 281 234 201
4.0 6.76 2028 1352 1014 811 676 507 406 324 270 232

sJ3-20-VP

1.5 5.58 1674 1116 837 670 558 419 335 268 223 191
2.0 6.48 1944 1296 972 778 648 486 389 311 259 222
2.5 7.31 2193 1462 1097 877 731 548 439 351 292 251
3.0 8.05 2415 1610 1208 966 805 604 483 386 322 276
4.0 9.31 2793 1862 1397 1117 931 698 559 447 372 319

CaPaCiTy 
one nozzLe 

in l/min

note: Always	double	check	your	application	rates.	Tabulations	are	based	on	spraying	water	at	70°F	(21°C).				
See	pages	173–187	for	useful	formulas	and	information.

Features:
n	 VisiFlo®	color-coding	system.

n	 Three	solid	streams	of	equal	velocity		
and	capacity.

n	 Removable	metering	orifice		
for	easy	cleaning.

n	 Ten	sizes	for	a	wide	range		
of	application	rates.

n	 Equally	spaced	distribution		
at	209	(50	cm)	height.

n	 Use	with	Quick	TeeJet®	cap	25598-*-NYR.

n	 All	acetal	construction	for	excellent		
chemical	resistance.

n	 See	page	174	for	liquid	density		
conversion	factors.

n	 Recommended	operating	pressure:		
20–60	PSI	(1.5–4	bar).

How to order:
Specify	tip	number.	

Example:		
SJ3-03-VP	–		Polymer	with	VisiFlo		

color-coding

FERTILIZER NOZZLES

SJ-3 Fertilizer Nozzles 
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